
 

 



 

OTL- 1030 MWIR Zoom Lens 

10–300 mm | Motorized Focus | 3–5 μm | Technical Datasheet 

PRODUCT OVERVIEW 

 

The OTL- 1030 is described in the supplied source as a mid-wave infrared continuous zoom lens covering 10–300 mm, with 

motorized focus. 

OPTICAL SPECIFICATIONS 

 

Property Value Remarks 

Focal length 10–300 mm  

F-number F/4 
Source detector line combines F/#=4 with 
detector details 

Detector format / pixel size 640 × 512 array / 15 μm  

Spectral range 3–5 μm  

Field of view (FOV) Wide: 51.28° × 42.01°; narrow: 1.83° × 1.47°  

Optical coating 
Front lens: DLC protective coating; internal 
lenses: high-transmittance anti-reflection 
coating 

 

Distortion <4%  

 

MECHANICAL SPECIFICATIONS 

 

Property Value Remarks 

Focus mechanism Motorized focus  

Driving voltage 12–30 VDC  

Weight 0.6 kg  

Dimensions 92 mm (D) × 126 mm (L)  

 

ENVIRONMENTAL SPECIFICATIONS 

 

Property Value Remarks 

Operating temperature −40°C to +60°C  

Storage temperature −40°C to +70°C  

Front lens sealing IP66 Front lens 

 

Drawing note translations: C.G. = Center of Gravity; Image Plane; Weight: 0.6 kg. Engineering dimensions were preserved 

from the supplied drawing. 

 

 

 

 

 

 

 

 

 

 

  



 

Dimensions & Mechanical Drawing 

OTL- 1030 MWIR Zoom Lens | Translated annotations 

 

Headquarter: Via Real Collegio n. 2210024 Moncalieri (TO) Italy   Tel: +3901119117660  Fax: +390110432483 

MENA Branch: Business Center 1, M Floor, The Meydan Hotel, And Al Sheba, Dubai, U.A.E Tel: +971507127998 

Contact Us: info@omnitechlink.com www.omnitechlink.com 

mailto:info@omnitechlink.com
http://www.omnitechlink.com/



