
 

 



 

OTL- 3220 MWIR Zoom Lens 

32–660 mm | F/4 | 640 × 512 detector | Technical Datasheet 

PRODUCT OVERVIEW 

 

The supplied specification describes a mid-wave infrared continuous zoom lens with a 32–660 mm focal-length range and 

motorized focusing. It lists a 3–5 μm spectral range, F/4, a 640 × 512 detector array with 15 μm pixel size, and a field of view of 

17.06° × 13.69°. 

OPTICAL SPECIFICATIONS 

 

Property Value Remarks 

Focal length 32–660 mm  

Detector / pixel size F/4; 640 × 512 array; 15 μm pixel size  

Spectral range 3–5 μm  

Field of view (FOV) 17.06° × 13.69°  

Optical coatings 
First lens: DLC protective coating; internal 
lenses: high-transmittance anti-reflection 
coating 

 

Distortion <5%  

 

MECHANICAL SPECIFICATIONS 

 

Property Value Remarks 

Focus mechanism Motorized focus  

Driving voltage 12–30 VDC  

Weight 3.75 kg  

Dimensions 210 mm (D) × 220 mm (L)  

 

ENVIRONMENTAL SPECIFICATIONS 

 

Property Value Remarks 

Operating temperature −40°C to +60°C  

Storage temperature −40°C to +70°C  

Front lens sealing IP66  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



 

Dimensions & Mechanical Drawing 

OTL- 3220 MWIR Zoom Lens | English drawing callout 
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